DABES0 Forged Twin Wheel Castors with SZS Series Soft Polyurethane Wheels

Muvtons Premium Soft Durometer Polyurethane treaded wheels 83°

+3° Shore A, firmly bonded to precision machined castiron cores. These
wheels have been designed in response to noise problems and allow
loads to be cushioned. The use of 'lively' polyurethane materials allows
these wheels to flex & roll' over debris and obstacles without picking up
objects. They are non-marking and floor protective. Tested & Guaranteed
against bond failures. Wheel Bearing Options : Sealed precision ball
bearings, tapered roller bearings or roller bearings. Temperature range :
-20° C to +85° C. Tread Options : Anti-static ; conductive wheels are
available. Tread Options : Anti-static ; conductive wheels are available.
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DABES0-635-525 | DABES0-635-SZS-WFB | DABESO-63R-525 | 150x 75 x 2 212 160 310 1600
DABES0-835-S75 | DABES0-835-SZS-WFB | DABES(-83R-SZS | 200xT75x 2 264 190 350 2200
DABES0-103S-SZS | DABES0-1035-SZS-WFB | DABES0-103R-SZS | 250 x T5x 2 314 220 K ¥ 200 x 160 160 x 120 16 2800
DABES0-1235-SZ25 | DABESD-1235-SZ5-WFB | DABES0-123R-S75 | 300x 75x 2 375 245 385 2900




